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Eyepieces:
Paired DIN KHrWl0X super wide 20mm field of view

eyepieces.

Viewing head:
The ML7500 Series Metallurgical Microscope is equipped with

either an erect image binocular or non erect image trinocular

viewine head inclined at 30o and rotatable through 360' for

comfor"tabl. viewing. Each eyetube is provided with a graduated

diopter adjustment. Interpupillary distance is adjustable between

52mm and 72mm. (Erect image trinocular optional')

Obiective Ghangen:
Extra large, revolving quadruple ball-bearing nosepiece'

Obiectives:
Infinity corrected, S.Plan Brightfield / Darkfieldobjectives' B'D'

S.PIan MET 4X, B.D. S.Plan MET 10X B'D' S'Plan MET

20X, and B.D. S.Plan MET 40X (Non standard thread')

Stage:
Rectalgular mechanical stage 172mm x l30mm top plate with

100mri x 100mm rravel. Equipped with precision bal l  bearing

guides and low position drop down coaxial controls for X-Y

movement.

l l luminator:
Vertical illuminator with frrll Koehler design equipped with 12V

50\7 Halogen light source, infinity system lens,-field iris, aper-

ture iris 
".tJ 

fiI..i slots. Capable of brightfield, darkfield, or sim-

ple reflected light polarization techniques' Ilc!4:: blue, green'

vellow and neutral densitv filters (ND2 and ND8) in mounts'
'El..tro.ti. translormer and variable rheostat control are built in

the microscope base.

Focusing Movement:
Coaxial low positioned coarse and fine focus controls, graduated

to 2 microns per divisions, are fitted with tension adjustrnent

and safety 
".tto 

ttop' The focus range is 35mm' The movement

runs in extra wide precision ball-bearing hardened steel tracks'

Size and Weight:
ML752O Binocular 200mm (\fl x 410mm (D) x 480mm (H)'

Net weight 10.75 kg.
MLZ536Tinoculai 200mm 0W1 x 410mm (D) x 525mm (H),

Net weight \0.73 kg.
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Viewing
MA401t05
MA603105

MA495t05

Eyepieces
MA407 KH\(/ Compensating 10X Eyepiece, Field number 20mm. (Included)

MA4B9 H\tT 12.5X Eyepiece, High eyepoint, Field number 15mm.
MA40B H\XT 15X Eyepiece, High eyepoint, Field number 12.2mm.
MA409 H\XT 20X Eyepiece, High eyepoint, Field number 92mm.

Objectives flnfinity conrected)
MA331 BD S-Plan MET 4X / 0.10, \(D. 16mm. (Included)

MA332 BD S-Plan MET 10X I 0.25,V{.D.7.4mm. (Included)

MA333 BD S-Plan MET 20)0 0.40, \(D. 5.2mm. (Included)

MA334 BD S-Plan MET 40X / 0.65, \(D. 0.Bmm. (Included)

MA335 BD S-PIan MET 60X / 0.85, \(D. 0.3mm.

l l luminatons [With infinity tube lens, FL =2OOmm]

MA2751100 Vertica.l Illuminator 12V 50\T Halogen, full Koehler design for bright-
field/darkfield illumination and simple polarization techniques. Main
voltaee 1 1 5V.

heads
Binocular Head, erect image, with quartz depolarizer. (Same as MA557105)

Tiinocular Head, non erect image, with quartz depolarizer. A nvo position beam splitter directs 1007o of the light to the

eyepieces or directs B0o/o ofthe light to the trinocular tube and 20o/o of the light to the eyepieces.

InclinedTiinocular Head, erect image, with quartz depoiarizer. A two position beam splitter directs 1007o of the light to

the eyepieces or directs 100% of the light to the trinocular tube. (Same as MA655/05)

M1'2751200

M4275/15

MA275120

Filters
M4275t25

M4275t30

MA275135

M4275140

MA275t45

Vertical Illuminator 12V 50\7 Halogen, full Koehler design for bright-
field/darkfield illumination and simple polarization techniques. Main
vokage 2201240Y.
Tiansformer with intensity control and voltmeter lor MA2751100,
115V
Tiansformer with intensity control and voltmeter for MA2751200,
2201240v.

for measurement
Filar Micrometer Eyepiece with inclined

monocular head.

Linear micrometer, 10mm divided into 100

units, 21mm diameter for KH\710X eyepiece.

Linear micrometer, 5mm divided into 100

units, 2lmm diameter for KH\710X eyepiece.

Crossline reticule, 21mm diameter for

KH\f10X eyepiece.

Crossline with 0.1mm graduations, 21mm

diameter lor  KHVI0X eyepieces.

Metal stage micrometet 1mm divided into 100

uni ts,0.01mm.

Other items
MA275105 Spare halogen lamp, 12V 50\(
M4327 Fuse 3A.
MA686 Adapter to mount RMS standard thread objec-

trve to BD Nosepiece.
M4709 Dust cover.

ORDERING INFORMATION FOR MI75OO SERIES

Supplied in Styrofoam case with dust cover and operations manual

LB110, Blue filter in mount for MA275.
(Included)
G533, Green filter in mount for MA275.
(Included)
Y48, Yellow filter in mount for MM75.
(Included)
ND2, Neutral Densiry filter in mount for
MA275. (Included)

NDB, Neutral Densiry filter in mount for
MA275. (Inciuded)

Accessories
MA4I4

M4255

M4256

MM84

MA540

M4292

Note: Please specify voltage when ordering.
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